



Abstract—Ozone is well known as a powerful, fast reacting 
oxidant. Ozone based processes produce no by-product residual as 
non-reacted ozone decomposes to molecular oxygen. Therefore an 
application of ozone is widely accepted as one of the main 
approaches for a Sustainable and Clean Technologies development.  
There are number of technologies which require ozone to be 
delivered to specific points of a production network or reactors 
construction. Due to space constraints, high reactivity and short life 
time of ozone the use of ozone generators even of a bench top scale is 
practically limited. This requires development of mini/micro scale 
ozone generator which can be directly incorporated into production 
units. 
Our report presents a feasibility study of a new micro scale rector 
for ozone generation (MROG). Data on MROG calibration and 
indigo decomposition at different operation conditions are presented.  
At selected operation conditions with residence time of 0.25 s the 
process of ozone generation is not limited by reaction rate and the 
amount of ozone produced is a function of power applied. It was 
shown that the MROG is capable to produce ozone at voltage level 
starting from 3.5kV with ozone concentration of 5.28*10-6 (mol/L) at 
5kV. This is in line with data presented on numerical investigation 
for a MROG. It was shown that in compare to a conventional ozone 
generator, MROG has lower power consumption at low voltages and 
atmospheric pressure. 
The MROG construction makes it applicable for both submerged 
and dry systems. With a robust compact design MROG can be used 
as an integrated module for production lines of high complexity. 
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I. INTRODUCTION 
ZONE is an inorganic compound that consists of three 
oxygen atoms arranged in a linear structure. It occurs 
naturally in the earth’s atmosphere when oxygen activated by 
UV light, it can also be produced in thunderstorms and other 
types of electrical discharges [1]. It is artificially produced in 
photocopiers, electric motors, etc.  
Ozone is known as a powerful oxidant [2], [3] with an 
oxidation potential of 2.07 V. It has been successfully used in 
varies applications including bacteria, algae, spores killing and 
vanishing volatile organic compounds, odor treatment, 
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enhancing fertilization and water treatment [4]. 
Conventionally, non-thermal corona discharges are one of 
the most common ways to produce ozone at large scale [5]. In 
general, industrial corona reactors are not flexible in operation 
and usually produce ozone in excess that is expensive to be 
disposed. Ozone production at industrial scale of corona 
reactors requires specialized high voltage power generators 
and dedicated physical infrastructure [6]. Large scale unit 
operation at relatively high current and voltage results to high 
power consumption. This makes ozone production energy 
intensive.  
All notes above lead to high capital investment and limit 
wide ozone application for industrial use. 
Electric discharge approaches for ozone production usually 
accompanied by formation of some intermediate species of 
oxygen - oxygen radicals and ions [7]. These intermediate 
species has a life time similar to a short ozone recombination 
time. Therefore ozone based processes are considered as a 
clean technology with high attention given for further 
development and application. 
Practically, there are number of ozone involved applications 
require ozone to be delivered to specific points along the 
production pipe network. However, due to constraints of 
modern chemical reactor construction -- high reactivity and 
short ozone life time -- the use of standard ozone generators 
with a single point of ozone injection to the reaction volume is 
limited [5], [8]. This demands development of mini/micro 
scale ozone generation units that can be directly incorporated 
into a certain points of pipeline or reaction volume.  
Miniaturized dielectric barrier discharge (DBD) plasma 
reactors are good alternative to corona one. DBD plasma 
reactors can operate at atmospheric pressure, at room 
temperature, use air as a feed gas and ignite plasma at lower 
voltage in compare to corona reactors.  
Our research aimed to develop a low power consumption 
DBD plasma reactor with possibility to in-situ ozone 
generation to the liquids of interest. Our report presents a 
feasibility study of a new micro scale rector for ozone 
generation (MROG). 
II.  NUMERICAL ANALYSIS OF DBD DOWNSCALING PROCESS 
In a plasma discharge the electric field transfers energy to 
the charged particles, a small portion of this energy is 
consumed in elastic collisions that increase the gas 
temperature and the rest is spent on increasing the internal 
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Fig. 2 Principal diagram of the setup and the measurement system 1 - 
gas cylinder, 2 - gas regulator, 3 - plasma unit, 4 - HV power supply, 
5 - oscilloscope, 6 - High Voltage probe, 7 - reactor 
 
The change in light absorbance at 600nm indicates the 
amount of indigo reacted which is proportional to the ozone 
concentration. Equation (5) presents calculation of indigo 




         (5) 
 
where Css is the concentration of stock solution (mol/L), mpi is 
the mass of potassium indigo (g), mwpi is the molecular weight 
of potassium indigo (g/mol) and VT is the total volume of the 
mixture (L). 
Stock indigo solution (SIS) was prepared by mixing 0.385 g 
of potassium indigo trisulfonate and 0.5ml of concentrated 
phosphoric acid in 500 ml of distilled water (DIW). The 
working solution (WS) was prepared by diluting of 20ml SIS 
in 1-L of DIW with addition 10g of sodium dihydrogen 
phosphate and 7ml of concentrated phosphoric acid. Equation 





         (6) 
 
where Cws is the concentration of the working solution 
(mol/L), Viw is the volume of indigo in the working solution 
(L). 
Ozone concentrations were determined by using a 
calibration curve. Calibration solutions (CS) were prepared by 
diluting 5ml of WS into several volumes of DIW (5ml, 10ml, 
15ml, 20ml, and 25ml). The calculation of the indigo 
concentration in a CS (Ccs) was done in accordance to (7). To 
perform the calibration, the absorbance of a set of CS’s was 
plotted against indigo concentration 
 
           (7) 
 
where Vic is the volume of indigo in the calibration solution 
(L). The SIS used in this work was a fresh solution applied 
straight after synthesis. The remaining stock was stored in 
dark and cold condition to prevent degradation. Basically, the 
degradation can be characterized by a reduction in absorbance 
below 80% of the initial value, which typically happens within 
3-4 months of storage. 
During experimentation the ozone concentration was 
measured both in the water and gas phase as function of air 
flow rate at fixed voltage level and at different voltage with 
stable air flow rate.  
Measurement of ozone content in the gas phase is 
conducted by flushing the ozone containing mixture coming 
from outlet of reactor through indigo solution with use of a 
washing flask for a given time. The change in absorbance of 
indigo solution before and after ozone containing mixture 
bubbling gave the concentration of the ozone in the gas phase. 
For ozone concentration measurement in the liquid phase 
we have applied in-house developed approach. The 4mL of 
ozone contained water sample was taken from the reactor to 
the syringe preloaded with 4mL of indigo solution. After a 
sample loading syringe content was mixed up by vibration for 
5 minutes followed by analysis on spectrophotometer. 
Dilution 1/1 factor was taken into account. The change in 
absorbance of indigo solution before and after sampling gave 
the concentration of the ozone in the liquid phase. 
VI. RESULTS AND DISCUSSION 
Fig. 3 plots CS series against absorbance at 600 nm using a 
fixed volume of WS (5mL) diluted in different proportions 
with DIW to obtain the calibration curve. 
 
 
Fig. 3 Calibration curve of ozone concentration 
 
The PEEK made plasma unit investigated in this research 
was designed to work at voltage up to 6 kV. From our 
experimental experience an optimal "safe" voltage level for 
this type of unit is 4kV.  
Therefore investigation of air flow rate influence to the 
ozone productivity carried out at 4 kV. Reactor was filled with 
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Fig. 4 Ozone concentrations at different air flow rates 
 
It was found for applied conditions, Fig. 4, that maximum 
ozone production level reached 26 ppm at air flow rate of 2 
L/min. At lower flow rate, 1 L/min, the process of ozone 
production was limited by mass transfer of oxygen. At higher 
air flow rate, 3 L/min the level of dissolved ozone is 
practically constant. 
It is important to note that for this experimental set ozone 
was not detected in the gas phase. This can be described by 
fast ozone diffusion to the water [11] and by the method of 
ozone injection. Ozone was introduced to the DIW in form of 
bubbles with 800 µm diameter. Smaller bubbles remain longer 
in the balk of the liquid in provide large gas-liquid contact 
area which significantly enhances ozone dissolving process.  
To estimate an energy consumption basic equation for 
power (7) and energy (8) were applied. 
 
           (8) 
 
where P is power (W), V - voltage level (V), I - current (A).  
For applied voltage V = 4 kV and measured current of 25 
mA the power was equal to 100 W. 
 
∆            (9) 
 
where E is energy (kW*h), P is power (kW), Δt is period of 
plasma treatment (hour). 
From our experimental data an energy consumption for 
selected conditions was equal to 3.3x10-3 (kW*h). 
In order to characterize the plasma unit ozone productivity 
as function of voltage level the extended voltage range at 2 
L/min of air flow rate was applied. The experimentation 
started from optimal 4kV level and ended up at 5kV. The 
range from the top was limited by technical characteristics of 
the power supply available. Treatment time was set to 2 
minutes. Reactor was loaded with 1.5L of DIW. 
It was found that concentration of dissolved ozone was 
stable at 26ppm over the tested range of voltage. The gas 
phase ozone was first detected at 4.4kV. The maximum 
52ppm of gas phase ozone concentration was obtained at 
4.8kV and it was at the same level up to 5kV. 
Experimental data shown that at power consumption of 
4x10-3 (kW*h) the unit was able to produce 78ppm of ozone in 
total. To avoid ozone production in excess for air flow rate of 
2 L/min the voltage level should not exceed 4.4kV. 
VII. CONCLUSION 
With feasibility study of the DBD microplasma unit 
detailed above, we have proven that the plasma unit of new 
design is able to generate ozone while immersed. We have 
demonstrated that our experimental data is in good agreement 
with the numerical analysis of DBD downscaling in terms of 
lower power consumption for effective ozone production. 
The unit operation conditions were optimized for different 
air flow rates and voltage levels to obtain high dissolved 
ozone concentration and avoid ozone off-gas. 
This study contributes to development and industrial 
application of plasma micro reactors and to evolution of ozone 
based techniques within the mainstream of clean technologies.  
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